
PIN IOX REG SIGNAL NAME DIRECTION STATE FUNCTION

4 IO0 N_GPS_FIX IN ACTIVE LOW Fix data is available.

5 IO1 Flag* IN ACTIVE LOW Over Current Signal from  Current Limiter U6

6 IO2 Wake_up OUT ACTIVE HIGH Wake Up the unit after push to fix

7 IO3 Boot OUT ACTIVE HIGH Download Firmware To Flash

9 IO4 1PPS IN  1 PPS Signal,  1 uSec wide.

10 IO5 IOX_SPARE2   SPARE PIN

11 IO6 VRF1 OUT Active High Antenna Select

12 IO7 VRF2 OUT Active High Antenna Select

QTE PIN SIGNAL NAME DIRECTION STATE FUNCTION

15 RXD OUT MODULE UART DATA OUT

16 SCL IN I2C CLOCK

17 TXD IN MODULE UART DATA IN

18 SDA BIDIR I2C DATA I/O

20 GPIO3_REDLED IN ACTIVE LOW TURN ON RED LED

22 INT* OUT ACTIVE LOW INTERRUPT FROM I/O EXPANDER

24 GPIO2_GRNLED IN ACTIVE LOW TURN ON GREEN LED

2, 39 VCC 5 IN +5 VDC Input  From Base

13, 33 GND IN Ground Input From Base

14, 30, 34 GND IN

A1, A2, A3, A3 GND IN

VRF1 VRF2

INTERNAL ANTENNA 1 0

EXTERNAL ANTENNA 0 1

INDETERMINATE 1 1

INDETERMINATE 0 0

QTE-20 MODULE I/O SIGNALS

I/O EXPANDER SIGNALS

ANTENNA SELECTION


